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Jackson Hole, Wyoming Residence #3 25.4

Case Project Qty Unit Frame size [mm] Jamb depth
Recommended Minimum 
Rough Opening [mm] Wood Finish Subsill Glass Hdwe Handle height Hinge Side Screen Elevation

# # location type width height [mm] width height species type type type from bottom of sash from Interior type Page

L001 001 Guest room 1 1 Tilt Turn Assembly 3200 1372 86 3225 1397 W 1 F 1 − G2 H 1 608 Left / Right Sc 1 E 1

10’−6" 4’−6" 3 3/8" 10’−7" 4’−7" 1’−11 15/16"  

L002 002 Sitting Room 1 Tilt Turn Assembly 3200 1372 86 3225 1397 W 1 F 1 − G2 H 1 608 Left / Right Sc 1 E 1

10’−6" 4’−6" 3 3/8" 10’−7" 4’−7" 1’−11 15/16"  

L003 003 Bath 1 Tilt Turn Window 762 762 86 787 787 W2 F 1 − G2 H 4 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"  

L004 004 Bunkroom 1 Tilt Turn Window 1068 1372 86 1093 1397 W 1 F 1 − G2 H 1 608 Right Sc 1 E 2

3’−6 1/16" 4’−6" 3 3/8" 3’−7 1/16" 4’−7" 1’−11 15/16"  

L005 005 Guest room 2 1 Tilt Turn Window 1295 1422 86 1320 1447 W 1 F 1 Ss1 G2 H 1 508 Right Sc 1 E 2

4’−3" 4’−8" 3 3/8" 4’−4" 4’−9" 1’−8"  

L006 D011 Mud Room 2 1 Inswing Door − Single 876 2381 68 901 2406 W 1 F 2 − G2 / P1 H 2 1000 Left − E 3

2’−10 1/2" 7’−9 3/4" 2 11/16" 2’−11 1/2" 7’−10 3/4" 3’−3 3/8"  

L007 006 Guest Room 2 1 Tilt Turn Assembly 3607 1422 86 3632 1447 W 1 F 1 Ss1 G2 H 1 508 Left / Right Sc 1 E 4

11’−10" 4’−8" 3 3/8" 11’−11" 4’−9" 1’−8"  

L008 101 Garage 1 Fixed Window 762 762 86 787 787 W 1 F 1 − G1 − − − − E 2

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7"  

L009 102 Garage 1 Fixed Window 762 762 86 787 787 W 1 F 1 − G1 − − − − E 2

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7"  

L010 103 Garage 1 Fixed Window 762 762 86 787 787 W 1 F 1 − G1 − − − − E 2

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7"  

L011 104 Garage 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 − G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"

L012 105 Garage 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 − G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"

L013 105a Garage 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 − G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"

L014 106 Storage 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 − G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"

L015 107 Mudroom 1 Tilt Turn Window 1068 1473 86 1093 1498 W 1 F 1 − G1 H 1 608 Right Sc 1 E 2

3’−6 1/16" 4’−10" 3 3/8" 3’−7 1/16" 4’−11" 1’−11 15/16"  

L016 108 Projects 1 Tilt Turn Window 1068 1473 86 1093 1498 W 1 F 1 − G1 H 1 608 Right Sc 1 E 2

3’−6 1/16" 4’−10" 3 3/8" 3’−7 1/16" 4’−11" 1’−11 15/16"  
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English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. Lu1−spec−r2.xls,  1/29/2003,   Page S 1



Schedule
Jackson Hole, Wyoming Residence #3 25.4

Case Project Qty Unit Frame size [mm] Jamb depth
Recommended Minimum 
Rough Opening [mm] Wood Finish Subsill Glass Hdwe Handle height Hinge Side Screen Elevation

# # location type width height [mm] width height species type type type from bottom of sash from Interior type Page

CASE
Window and Door

L017 109 Office 1 1 Tilt Turn Assembly 2133 1473 86 2158 1498 W 1 F 1 − G1 H 1 608 Left / Right Sc 1 E 5

7’−0" 4’−10" 3 3/8" 7’−1" 4’−11" 1’−11 15/16"  

L018 110 Bath 1 Tilt Turn Window 610 610 86 635 635 W 1 F 1 − G1 H 1 208 Right Sc 1 E 5

2’−0" 2’−0" 3 3/8" 2’−1" 2’−1" 8 3/16"  

L019 D108 Mud Room 1 Inswing Door − Single 876 2260 68 901 2285 W 1 F 2 − G2 / P1 H 2 1000 Left − E 3

2’−10 1/2" 7’−5" 2 11/16" 2’−11 1/2" 7’−6" 3’−3 3/8"  

L020 112 Hall 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 − G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"  

L021 113 Hall 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 − G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"  

L022 114 Hall 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 − G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"  

L023 115 Family 1 Tilt Turn / Turn Window 1295 1334 86 1320 1359 W 1 F 1 Ss1 G1 H 1 508 Right Primary Sc 1 E 5

4’−3" 4’−4 1/2" 3 3/8" 4’−4" 4’−5 1/2" 1’−8"  

L024 117 Family 1 Tilt Turn Assembly 3607 2279 86 3632 2304 W 1 F 1 Ss1 G2 H 1 508 Left / Right Sc 1 E 6

11’−10" 7’−5 3/4" 3 3/8" 11’−11" 7’−6 3/4" 1’−8"  

L025 118 Family 1 Fixed Window 4091 813 86 4116 838 W 1 F 1 Ss1 G1 − − − − E 1

13’−5 1/16" 2’−8" 3 3/8" 13’−6 1/16" 2’−9"

L026 D112 Family 1 Inswing Door − Double 1650 2286 68 1675 2311 W 1 F 2 − G2 / P1 H3 1000 Right Primary − E 7

5’−4 15/16" 7’−6" 2 11/16" 5’−5 15/16" 7’−7" 3’−3 3/8"  

L027 120 Family 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L028 121 Kitchen 1 Tilt Turn Assembly 1676 1295 86 1701 1320 W 1 F 1 Ss1 G2 H 1 508 Left / Right Sc 1 E 8

5’−6" 4’−3" 3 3/8" 5’−7" 4’−4" 1’−8"  

L029 122 Kitchen 1 Fixed Window 4091 813 86 4116 838 W 1 F 1 Ss1 G1 − − − − E 1

13’−5 1/16" 2’−8" 3 3/8" 13’−6 1/16" 2’−9"

L030 D113 Family 1 Inswing Door − Double 1650 2286 68 1675 2311 W 1 F 2 − G2 / P1 H3 1000 Left Primary − E 7

5’−4 15/16" 7’−6" 2 11/16" 5’−5 15/16" 7’−7" 3’−3 3/8"  

L031 123 Family 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L032 124 Kitchen 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss2 G1 / G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  
English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. Lu1−spec−r2.xls,  1/29/2003,   Page S 2
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L033 125 Kitchen 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L034 126 Kitchen 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss2 G1 / G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L035 127 Kitchen 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L036 128 Kitchen 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L037 129 Kitchen 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss2 G1 / G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L038 130a Entry 1 Fixed Window 813 813 156 838 838 W 1 F 1 Ss1 G1 − − − − E 8

2’−8" 2’−8" 6 1/8" 2’−9" 2’−9"

L039 130b Entry 2 Fixed Window 813 813 156 838 838 W 1 F 1 Ss1 G1 − − − − E 8

2’−8" 2’−8" 6 1/8" 2’−9" 2’−9"

L040 130c Entry 1 Fixed Window 813 813 156 838 838 W 1 F 1 Ss1 G1 − − − − E 8

2’−8" 2’−8" 6 1/8" 2’−9" 2’−9"

L041 130d Entry 1 Fixed Window 813 2311 156 838 2336 W 1 F 1 − G2 − − − − E 9

2’−8" 7’−7" 6 1/8" 2’−9" 7’−8"

L042 D117 Entry 1 Entry Door − Double 1728 2311 156 1753 2336 W 1 F 2 − P1 H3 1000 Right Primary − E 9

5’−8 1/16" 7’−7" 6 1/8" 5’−9 1/16" 7’−8" 3’−3 3/8"  

L043 130e Entry 1 Fixed Window 813 2311 156 838 2336 W 1 F 1 − G2 − − − − E 9

2’−8" 7’−7" 6 1/8" 2’−9" 7’−8"

L044 136 Dining 1 Tilt Turn Assembly 4089 1676 86 4114 1701 W 1 F 1 Ss1 G1 H 1 708 Left / Right Sc 1 E 10

13’−5" 5’−6" 3 3/8" 13’−6" 5’−7" 2’−3 7/8"  

L045 137 Dining 1 Fixed Window 4089 813 86 4114 838 W 1 F 1 Ss1 G1 − − − − E 10

13’−5" 2’−8" 3 3/8" 13’−6" 2’−9"

L046 138 Living 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 5

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L047 D121 Living 1 Inswing Door − Double 1650 2286 68 1675 2311 W 1 F 2 − G2 / P1 H3 1000 Right Primary − E 7

5’−4 15/16" 7’−6" 2 11/16" 5’−5 15/16" 7’−7" 3’−3 3/8"  

L048 140a Living 1 Fixed Window − Trapezoid 1670 1594 86 1695 1619 W 1 F 1 Ss1 G1 − − − − E 11

5’−5 3/4" 5’−2 3/4" 3 3/8" 5’−6 3/4" 5’−3 3/4"
English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. Lu1−spec−r2.xls,  1/29/2003,   Page S 3
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L049 140b Living 1 Fixed Window − Pentoid 2230 2146 86 2255 2171 W 1 F 1 Ss1 G1 − − − − E 11

7’−3 13/16" 7’−1/2" 3 3/8" 7’−4 13/16" 7’−1 1/2"

L050 140c Living 1 Fixed Window − Trapezoid 1670 1594 86 1695 1619 W 1 F 1 Ss1 G1 − − − − E 11

5’−5 3/4" 5’−2 3/4" 3 3/8" 5’−6 3/4" 5’−3 3/4"

L051 140d Living 1 Fixed Window 1670 2426 86 1695 2451 W 1 F 1 Ss4 G2 − − − − E 12

5’−5 3/4" 7’−11 1/2" 3 3/8" 5’−6 3/4" 8’−1/2"

L052 140e Living 1 Fixed Window 2230 2426 86 2255 2451 W 1 F 1 Ss4 G2 − − − − E 12

7’−3 13/16" 7’−11 1/2" 3 3/8" 7’−4 13/16" 8’−1/2"

L053 140f Living 1 Fixed Window 1670 2426 86 1695 2451 W 1 F 1 Ss4 G2 − − − − E 12

5’−5 3/4" 7’−11 1/2" 3 3/8" 5’−6 3/4" 8’−1/2"

L054 142 Living 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss1 G1 / G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L055 143 Living 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L056 146 East Hall 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss2 G1 / G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L057 147 East Hall 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L058 D118 Living 1 Inswing Door − Double 1650 2286 68 1675 2311 W 1 F 2 − G2 / P1 H3 1000 Right Primary − E 7

5’−4 15/16" 7’−6" 2 11/16" 5’−5 15/16" 7’−7" 3’−3 3/8"  

L059 148 East Hall 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L060 149 East Hall 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss2 G1 / G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L061 150 East Hall 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L062 151 East Hall 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L063 152 Library 1 Tilt Turn Assembly 4089 1676 86 4114 1701 W 1 F 1 Ss1 G1 H 1 708 Left / Right Sc 1 E 10

13’−5" 5’−6" 3 3/8" 13’−6" 5’−7" 2’−3 7/8"  

L064 153 Library 1 Fixed Window 4089 813 86 4114 838 W 1 F 1 Ss1 G1 − − − − E 10

13’−5" 2’−8" 3 3/8" 13’−6" 2’−9"
English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. Lu1−spec−r2.xls,  1/29/2003,   Page S 4
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L065 154 Bath 2 1 Tilt Turn Window 787 1295 86 812 1320 W 2 F 1 Ss1 G2 H 4 508 Left Sc 1 E 13

2’−7" 4’−3" 3 3/8" 2’−8" 4’−4" 1’−8"  

L066 155 Bath 2 1 Tilt Turn / Turn Window 1651 1295 86 1676 1320 W 1 F 1 Ss1 G2 H 1 508 Right Primary Sc 1 E 13

5’−5" 4’−3" 3 3/8" 5’−6" 4’−4" 1’−8"  

L067 156 Master Bedroom 1 Tilt Turn Assembly 4089 1676 86 4114 1701 W 1 F 1 Ss1 G1 H 1 708 Left / Right Sc 1 E 10

13’−5" 5’−6" 3 3/8" 13’−6" 5’−7" 2’−3 7/8"  

L068 157 Master Bedroom 1 Fixed Window 4089 813 86 4114 838 W 1 F 1 Ss1 G1 − − − − E 10

13’−5" 2’−8" 3 3/8" 13’−6" 2’−9"

L069 158 Master Bedroom 1 Tilt Turn Window 914 1676 86 939 1701 W 1 F 1 Ss1 G1 H 1 708 Left Sc 1 E 13

3’−0" 5’−6" 3 3/8" 3’−1" 5’−7" 2’−3 7/8"  

L070 159 Master Bedroom 1 Tilt Turn Window 914 1676 86 939 1701 W 1 F 1 Ss1 G1 H 1 708 Right Sc 1 E 13

3’−0" 5’−6" 3 3/8" 3’−1" 5’−7" 2’−3 7/8"  

L071 160 Master Bedroom 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss2 G1 / G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L072 D129 Master Bedroom 1 Inswing Door − Double 1650 2286 68 1675 2311 W 1 F 2 − G2 / P1 H3 1000 Left Primary − E 7

5’−4 15/16" 7’−6" 2 11/16" 5’−5 15/16" 7’−7" 3’−3 3/8"  

L073 D164 South Hall 1 Inswing Door − Double 1650 2286 68 1675 2311 W 1 F 2 − G2 / P1 H3 1000 Left Primary Sc 1 E 7

5’−4 15/16" 7’−6" 2 11/16" 5’−5 15/16" 7’−7" 3’−3 3/8"  

L074 165 South Hall 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss1 G1 / G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L075 166 South Hall 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss1 G1 / G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L076 D134 Exercise 1 Inswing Door − Double 1650 2286 68 1675 2311 W 1 F 2 − G2 / P1 H3 1000 Left Primary − E 7

5’−4 15/16" 7’−6" 2 11/16" 5’−5 15/16" 7’−7" 3’−3 3/8"  

L077 167 Exercise 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"  

L078 168 Exercise 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss2 G2 H 1 508 Right Primary Sc 1 E 7

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L079 169 Exercise 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L080 170 Exercise 1 Tilt Turn Assembly 4089 1676 86 4114 1701 W 1 F 1 Ss1 G2 H 1 708 Left / Right Sc 1 E 14

13’−5" 5’−6" 3 3/8" 13’−6" 5’−7" 2’−3 7/8"  
English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. Lu1−spec−r2.xls,  1/29/2003,   Page S 5
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L081 171 Exercise 1 Fixed Window 4091 813 86 4116 838 W 1 F 1 Ss1 G1 − − − − E 1

13’−5 1/16" 2’−8" 3 3/8" 13’−6 1/16" 2’−9"

L082 173 Exercise 1 Tilt Turn Assembly 1650 2260 86 1675 2285 W 1 F 1 Ss2 G2 H 1 508 Right Primary Sc 1 E 7

5’−4 15/16" 7’−5" 3 3/8" 5’−5 15/16" 7’−6" 1’−8"  

L083 174 Exercise 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L084 D135 Exercise 1 Inswing Door − Double 1650 2286 68 1675 2311 W 1 F 2 − G2 / P1 H3 1000 Right Primary − E 7

5’−4 15/16" 7’−6" 2 11/16" 5’−5 15/16" 7’−7" 3’−3 3/8"  

L085 175 Exercise 1 Fixed Window 1650 813 86 1675 838 W 1 F 1 Ss1 G1 − − − − E 8

5’−4 15/16" 2’−8" 3 3/8" 5’−5 15/16" 2’−9"

L086 176 Bath 1 1 Tilt Turn Window 914 1422 86 939 1447 W 2 F 1 Ss1 G2 H 4 608 Right Sc 1 E 13

3’−0" 4’−8" 3 3/8" 3’−1" 4’−9" 1’−11 15/16"  

L087 177 Bath 1 1 Tilt Turn Window 914 1422 86 939 1447 W 1 F 1 Ss1 G2 H 1 608 Right Sc 1 E 13

3’−0" 4’−8" 3 3/8" 3’−1" 4’−9" 1’−11 15/16"  

L088 178 Greenhouse 1 Tilt Turn / Turn Window 1219 1295 86 1244 1320 W 2 F 1 Ss2 G1 H 4 508 Left Primary Sc 1 E 15

4’−0" 4’−3" 3 3/8" 4’−1" 4’−4" 1’−8"  

L089 179 Greenhouse 1 Tilt Turn / Turn Window 3581 1295 86 3606 1320 W 2 F 1 Ss2 G1 H 4 508 Left / Right Sc 1 E 20

11’−9" 4’−3" 3 3/8" 11’−10" 4’−4" 1’−8"  

L091 181 Greenhouse 1 Tilt Turn / Turn Window 1219 1295 86 1244 1320 W 2 F 1 Ss2 G1 H 4 508 Right Primary Sc 1 E 15

4’−0" 4’−3" 3 3/8" 4’−1" 4’−4" 1’−8"  

L092 201 Office 2 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 Ss1 G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"  

L093 202 Office 2 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 Ss1 G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"  

L094 203 Office 2 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 Ss1 G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"  

L095 204 Stair 1 Fixed / Tilt Turn Window 762 3034 86 787 3059 W 1 F 1 − G2 H 1 308 Left Sc 1 E 16

2’−6" 9’−11 7/16" 3 3/8" 2’−7" 10’−7/16" 1’−1/8"

L096 205 Stair 1 Fixed Window 2336 3034 86 2361 3059 W 1 F 1 − G2 − − − − E 16

7’−7 15/16" 9’−11 7/16" 3 3/8" 7’−8 15/16" 10’−7/16"

L097 206 Stair 1 Fixed / Tilt Turn Window 762 3034 86 787 3059 W 1 F 1 − G2 H 1 308 Right Sc 1 E 16

2’−6" 9’−11 7/16" 3 3/8" 2’−7" 10’−7/16" 1’−1/8"
English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. Lu1−spec−r2.xls,  1/29/2003,   Page S 6
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L098 207 Hall 1 Tilt Turn Window 762 762 86 787 787 W 1 F 1 Ss1 G1 H 1 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"  

L099 208 Bath 1 Tilt Turn Window 762 762 86 787 787 W 2 F 1 Ss1 G1 H 4 308 Right Sc 1 E 3

2’−6" 2’−6" 3 3/8" 2’−7" 2’−7" 1’−1/8"  

L100 209 Office 2 1 Tilt Turn Assembly 3404 1295 86 3429 1320 W 1 F 1 Ss1 G2 H 1 508 Left / Right Sc 1 E 17

11’−2" 4’−3" 3 3/8" 11’−3" 4’−4" 1’−8"  

L101 D201 Office 2 1 Inswing Door − Single 914 2134 68 939 2159 W 1 F 2 − G2 / P1 H 2 1000 Left − E 18

3’−0" 7’−0" 2 11/16" 3’−1" 7’−1" 3’−3 3/8"  

L102 210 Office 2 1 Tilt Turn / Turn Window 1677 1295 86 1702 1320 W 1 F 1 Ss1 G1 H 1 508 Right Primary Sc 1 E 15

5’−6" 4’−3" 3 3/8" 5’−7" 4’−4" 1’−8"  

L103 211 Office 2 1 Tilt Turn / Turn Window 1677 1295 86 1702 1320 W 1 F 1 Ss1 G1 H 1 508 Right Primary Sc 1 E 15

5’−6" 4’−3" 3 3/8" 5’−7" 4’−4" 1’−8"  

L104 212 Office 2 1 Tilt Turn Window 914 1295 86 939 1320 W 1 F 1 Ss1 G1 H 1 508 Right Sc 1 E 15

3’−0" 4’−3" 3 3/8" 3’−1" 4’−4" 1’−8"  

L105 GH1 Living Room 1 Inswing Door − Double 1650 2337 68 1675 2362 W 1 F 2 − G2 / P1 H3 1000 Right Primary − E 19

5’−4 15/16" 7’−8" 2 11/16" 5’−5 15/16" 7’−9" 3’−3 3/8"  

L106 GH3 Living Room 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss1 G1 / G2 H 1 508 Right Primary Sc 1 E 18

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L107 GH4 Living Room 1 Fixed Window 4091 813 86 4116 838 W 1 F 1 Ss1 G1 − − − − E 1

13’−5 1/16" 2’−8" 3 3/8" 13’−6 1/16" 2’−9"

L108 GH5 Living Room 1 Tilt Turn Assembly 1092 2260 86 1117 2285 W 1 F 1 Ss1 G1 / G2 H 1 508 Right Sc 1 E 19

3’−7" 7’−5" 3 3/8" 3’−8" 7’−6" 1’−8"  

L109 GH7 Living Room 1 Tilt Turn Assembly 1092 2260 86 1117 2285 W 1 F 1 Ss1 G1 / G2 H 1 508 Left Sc 1 E 19

3’−7" 7’−5" 3 3/8" 3’−8" 7’−6" 1’−8"  

L110 GH9 Living Room 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss1 G1 / G2 H 1 508 Left Primary Sc 1 E 18

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L111 GH10 Living Room 1 Fixed Window 4091 813 86 4116 838 W 1 F 1 Ss1 G1 − − − − E 1

13’−5 1/16" 2’−8" 3 3/8" 13’−6 1/16" 2’−9"

L112 GH11 Living Room 1 Inswing Door − Double 1650 2286 68 1675 2311 W 1 F 2 − G2 / P1 H3 1000 Right Primary − E 7

5’−4 15/16" 7’−6" 2 11/16" 5’−5 15/16" 7’−7" 3’−3 3/8"  

L113 GH13 Bedroom 2 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss1 G1 / G2 H 1 508 Left Primary Sc 1 E 18

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  
English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. Lu1−spec−r2.xls,  1/29/2003,   Page S 7



Schedule
Jackson Hole, Wyoming Residence #3 25.4

Case Project Qty Unit Frame size [mm] Jamb depth
Recommended Minimum 
Rough Opening [mm] Wood Finish Subsill Glass Hdwe Handle height Hinge Side Screen Elevation

# # location type width height [mm] width height species type type type from bottom of sash from Interior type Page

CASE
Window and Door

L114 GH14 Bedroom 1 1 Tilt Turn Assembly 2096 762 86 2121 787 W 1 F 1 − G2 H 1 308 Left / Right Sc 1 E 15

6’−10 1/2" 2’−6" 3 3/8" 6’−11 1/2" 2’−7" 1’−1/8"  

L115 GH15 Bedroom 2 1 Tilt Turn Assembly 2096 762 86 2121 787 W 1 F 1 − G2 H 1 308 Left / Right Sc 1 E 15

6’−10 1/2" 2’−6" 3 3/8" 6’−11 1/2" 2’−7" 1’−1/8"  

L116 GH16 Bedroom 2 1 Tilt Turn Assembly 1651 2260 86 1676 2285 W 1 F 1 Ss1 G1 / G2 H 1 508 Right Primary Sc 1 E 18

5’−5" 7’−5" 3 3/8" 5’−6" 7’−6" 1’−8"  

L117 182 Living 1 Fixed Window 1650 813 68 1675 838 W 1 F 2 − G1 − − − − E 8

5’−4 15/16" 2’−8" 2 11/16" 5’−5 15/16" 2’−9"

L118 183 Living 1 Fixed Window 1650 813 68 1675 838 W 1 F 2 − G1 − − − − E 8

5’−4 15/16" 2’−8" 2 11/16" 5’−5 15/16" 2’−9"

L119 184 Living 1 Fixed Window 1650 813 68 1675 838 W 1 F 2 − G1 − − − − E 8

5’−4 15/16" 2’−8" 2 11/16" 5’−5 15/16" 2’−9"

L120 185 Living 1 Fixed Window 1650 813 68 1675 838 W 1 F 2 − G1 − − − − E 8

5’−4 15/16" 2’−8" 2 11/16" 5’−5 15/16" 2’−9"

120

English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. Lu1−spec−r2.xls,  1/29/2003,   Page S 8



Specification, Materials
Jackson Hole, Wyoming Residence #3

Material Type Specification

Wood Species: W 1 Douglas Fir

W 2 Genuine Burmese Teak

Finish: F 1 Exterior: Aluminum Clad,  RAL Color: 7022 Umbra Grey,  Interior: clear primer

F 2 Exterior: Clear Primer,   Interior: Clear Primer

Glass: G 1 25 mm / 1" Insulated Glass Unit (IG25) ( 4 mm clear Low E −  17 mm Black Thermal spacer with Argon − 4 mm clear with Breather tubes)

G 2 25 mm / 1" Insulated Glass Unit (IG25) ( 4 mm clear Low E tempered −  17 mm Black Thermal spacer with Argon − 4 mm clear tempered with Breather tubes)

P 1 Solid Wood Panel

Hardware: H 1 Si−line Tilt Turn and Tilt Turn / Turn hardware system, silver (Titan Silver) Bi−chromate finish

H 2 Single Door Multipoint locking system, 50 mm Backset, Anuba Ø17mm 3−way adjustable screw−in hinges, architectural bronze sill

H 3 Double Door Multipoint locking system, 50 mm Backset, Anuba Ø17mm 3−way adjustable screw−in hinges, architectural bronze sill

H 4 Si−line Tilt Turn and Tilt Turn / Turn hardware system, Stainless Look finish (improved corrosion resistance for Wetrooms)

Subsill: Ss 1 Aluminum Window Subsill Gutmann GS40, 90 mm / 3−1/2" with Alum. Endcaps B406 Al, RAL Color 7022, supplied loose 2" (50 mm) length oversized for field trim

Ss 2 Aluminum Window Subsill Gutmann GS40, 70 mm / 2−3/4" with Alum. Endcaps B406 Al, RAL Color 7022, supplied loose 2" (50 mm) length oversized for field trim

Ss 3 Aluminum Window Subsill Gutmann GS40, 50 mm / 2" with Alum. Endcaps B406 AL, RAL Color 7022, supplied loose 2" (50 mm) length oversized for field trim

Ss 4 Aluminum Window Subsill Gutmann GS40, 110 mm / 4−5/16" with Alum. Endcaps B406 Al, RAL Color 7022, supplied loose 2" (50 mm) length oversized for field trim

Screen: Sc 1 Stationary Case Aluminum Screen extrusion (RAL color: 7022) with Fiberglass screen mesh (charcoal color), clips bottom

CASE
Window and Door

Lu1−spec−r2.xls, 1/29/2003,   Page S 9



Revisions
Jackson Hole, Wyoming Residence #3

Date on Page Unit Revisions Record / Description Drafted Checked Approved

10.31.2001 S 2, E 3 D108 Decrease height of unit TR ü

10.31.2001 S 3, E 9 D117 Decrease width of unit TR ü

10.31.2001 S 3, E 11 140A Decrease width and height of unit TR ü

10.31.2001 S 4, E 11 140B Decrease width and increase height of unit TR ü

10.31.2001 S 4, E 11 140C Decrease width and height of unit TR ü

10.31.2001 S 4, E 12 140D Decrease width of unit, change sill type TR ü

10.31.2001 S 4, E 12 140E Decrease width of unit, change sill type TR ü

10.31.2001 S 4, E 12 140F Decrease width of unit, change sill type TR ü

10.31.2001 S 4, E 7 146 change sill type TR ü

10.31.2001 S 4, E 7 149 change sill type TR ü

10.31.2001 S 5, E 7 160 change sill type TR ü

10.31.2001 S 5, E 7 168 change sill type TR ü

10.31.2001 S 6, E 7 173 change sill type TR ü

10.31.2001 S 7, E 18 D201 change swing of sash TR ü

10.31.2001 S 7, E 19 GH1 Increase height of unit TR ü

10.31.2001 S 7, E 19 GH5 Decrease width of unit TR ü

10.31.2001 S 7, E 19 GH7 Decrease width of unit TR ü

10.31.2001 S 7, E 7 GH11 Change from tilt turn assembly to double door assembly TR ü

10.31.2001 S 8, E 8 182 change finish, omit sill (correction) TR ü

10.31.2001 S 8, E 8 183 change finish, omit sill (correction) TR ü

10.31.2001 S 8, E 8 184 change finish, omit sill (correction) TR ü

10.31.2001 S 8, E 8 185 change finish, omit sill (correction) TR ü

10.31.2001 S 8, E 19 190 Delete unit TR ü

10.31.2001 S 8, E 19 191 Delete unit TR ü

10.31.2001 S 8, E 19 192 Delete unit TR ü

10.31.2001 D 3 varies omit jamb extensions (units: D011, D108, D112, D121, D118, D135, GH1, GH11, D113, D129, D164, D134, D201) TR ü

10.31.2001 D 4 varies omit jamb extension − detail 17, extend jamb extension − detail 18 TR ü

10.31.2001 D 7 varies extend jamb extensions and sills (units: 130A, 130B, 130C, D117, 130D, 130E) TR ü

10.31.2001 D 8 varies extend jamb extensions TR ü

CASE
Window and Door

Lu1−spec−r2.xls, 1/29/2003,   Page S 10



Scale:

Date:

Drawn by:
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Drawing:

Drawing Number: Page:
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1 : 16  (3/4" = 1’−0")

Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

001, 002, 118, 122, 171, GH4, GH10

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  001, 002
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Window and Door
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Lu1−e01−r2 E 1

Tennyson−Ankeny Construction

Jackson, Wyoming Residence

Schedule on Page:  S 1  −  S 8

Material Specifications on Page:  S 9

Revision Date:  10.19.2001, 10.31.2001    

Revision Detail on Page:  S 10
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Date:

Drawn by:

Project:

Drawing:

Drawing Number: Page:

Architect:

Builder:

1 : 16  (3/4" = 1’−0")

Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

004, 005, 101, 102, 103, 107, 108

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

004, 005, 107, 108

Unit:  004
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3’ 6−1/16" Frame Width
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Unit:  005
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Unit:  101, 102, 103

762 mm Frame Width

2’ 6" Frame Width
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Unit:  107, 108
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Tennyson−Ankeny Construction

Jackson, Wyoming Residence
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Material Specifications on Page:  S 9

Revision Date:  10.19.2001, 10.31.2001  

Revision Detail on Page:  S 10
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Date:
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Drawing:

Drawing Number: Page:
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1 : 16  (3/4" = 1’−0")

Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

Tilt Turn Windows and Doors D011, D108

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  D011
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D011, D108

003, 104, 105, 105A, 106, 112, 113, 
114, 201, 202, 203, 207, 208Unit:  D108
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Unit:  003, 104, 105, 105A, 106, 112, 113, 
        114, 201, 202, 203, 207, 208
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Jackson, Wyoming Residence
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

006

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  006

1219 mm 1169 mm 1219 mm

3607 mm Frame Width

11’ 10" Frame Width
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Tennyson−Ankeny Construction

Jackson, Wyoming Residence

Schedule on Page:  S 1  −  S 8

Material Specifications on Page:  S 9

Revision Date:  10.19.2001, 10.31.2001  

Revision Detail on Page:  S 10
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

109, 110, 115, 138

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  109
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Unit:  110

610 mm Frame Width

2’ 0" Frame Width

6
10

 m
m
 F

r
a
m
e
 H

e
ig

h
t
 

2
’ 

0
" 

F
r
a
m
e
 H

e
ig

h
t
 

110

115

Unit:  115
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

117

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  117
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1651 mm Frame Width

5’ 5" Frame Width
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

Double Doors and Tilt Turn Assemblies

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  D112, D121, D118, D135, GH11 = As Shown
        D113, D129, D164, D134 = Mirror Image
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Unit:  124, 126, 129, 142, 146, 149, 160, 
        165, 166, 168, 173
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Typical for project: Installation
height difference of door sill to

window sill is 1".  Compare
arch. sketch DRFLR3 to DTL 6.

D113, D129, D164, D134
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

Tilt Turn Assemblies and Fixed Units

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  120, 123, 125, 127, 128, 143, 147, 
        148, 150, 151, 167, 169, 174, 175
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

Double Doors and Fixed Assemblies

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  D117
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Unit:  137, 153, 157
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

136, 152, 156, 137, 153, 157

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  136, 152, 156

1219 mm 1651 mm 1219 mm

4089 mm Frame Width

13’ 5" Frame Width
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

140a, 140c, 140b

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  140a = As Shown
        140c = Mirror Image

1670 mm Frame Width 

5’ 5−3/4" Frame Width 

5
’ 

2
−3

/4
" 

F
r
a
m
e
 H

e
ig

h
t

15
9
4
 m

m
 F

r
a
m
e
 H

e
ig

h
t

9
0
2
 m

m
 

2
’ 

11
−1

/2
" 

Unit:  140b

2230 mm Frame Width 

7’ 3−13/16" Frame Width 

5
’ 

6
−5

/1
6
" 

1’
 6

−3
/1

6
" 

4
6
2
 m

m
 

16
8
4
 m

m
 

2
14

6
 m

m
 F

r
a
m
e
 H

e
ig

h
t

7
’ 

0
−1

/2
" 

F
r
a
m
e
 H

e
ig

h
t

987 mm 987 mm 987 mm 6
6
1 

m
m
 

6
6
1 

m
m
 

7
0
2
 m

m
 

3’ 2−7/8" 3’ 2−7/8" 3’ 2−7/8" 

2
’ 

2
−1

/1
6
" 

2
’ 

2
−1

/1
6
" 

2
’ 

3
−5

/8
" 

Window and Door

fixed
IG25 Per Spec

fixed
IG25 Per Spec

Carney Architects

Sept. 24, 2001

T Ryan

Lu1−e11−r2 E 11

Tennyson−Ankeny Construction

Jackson, Wyoming Residence

Schedule on Page:  S 1  −  S 8

Material Specifications on Page:  S 9

Revision Date:  10.19.2001, 10.31.2001  

Revision Detail on Page:  S 10

5
D 1

6
D 1

5
D 1

24
D 6

24
D 6

fixed
IG25 Per Spec

fixed
IG25 Per Spec

fixed
IG25

fixed
IG25

fixed
IG25

fixed
IG25

fixed
IG25

fixed
IG25

5
D 1

6
D 1

5
D 1

24
D 6

24
D 6



Scale:

Date:

Drawn by:

Project:

Drawing:

Drawing Number: Page:

Architect:

Builder:

1 : 16  (3/4" = 1’−0")

Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

140d, 140f, 140e

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  140d, 140f Unit:  140e

1670 mm Frame Width 2230 mm Frame Width

5’ 5−3/4" Frame Width 7’ 3−13/16" Frame Width
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

154, 155, 158, 159, 176, 177

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.Unit:  154

787 mm Frame Width

2’ 7" Frame Width
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Unit:  155

1651 mm Frame Width

5’ 5" Frame Width
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Unit:  159 = As Shown
        158 = Mirror Image

914 mm Frame Width
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Unit:  176, 177

914 mm Frame Width

3’ 0" Frame Width
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

170

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  170

1219 mm 1651 mm 1219 mm

4089 mm Frame Width

13’ 5" Frame Width

4’ 0" 5’ 5" 4’ 0"
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

Tilt Turn Window Assemblies

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  181 = As Shown
        178 = Mirror Image

1219 mm Frame Width

4’ 0" Frame Width
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Unit:  210, 211

1677 mm Frame Width

5’ 6" Frame Width

4
’ 

3
" 

F
r
a
m
e
 H

e
ig

h
t

12
9
5
 m

m
 F

r
a
m
e
 H

e
ig

h
t

Unit:  212
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Unit:  GH14, GH15
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

204, 206, 205

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  205

Unit:  204  = as shown
        206  = mirror image
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

209

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.

Unit:  209

1130 mm 1144 mm 1130 mm

3404 mm Frame Width

11’ 2" Frame Width
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Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

D201, GH3, GH16, GH9, GH13

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.
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Specifications:
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Units will be manufactured to metric dimensions.
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Interior Elevation Unit:

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

179

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.
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Specifications:

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.
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Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
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Specifications:

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.
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Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614     ·     Fax: 518.347.0714      ·     1.800.227.3957

Specifications:

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.
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Specifications:

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.
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Specifications:

Inch measurements are rounded to the nearest 1/16";
Units will be manufactured to metric dimensions.
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