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Schedule
Jaffe Residence

Unit Qty Unit Frame size Jamb depth Moulding Wood Sill Casing Jambs Stool Finish Glass Hardware Screen Elevation
# type width height exterior species interior interior type type type type Page

EB.01 1 F 766 mm 1896 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 SC1 E1
TT 30 3/16 " 74 10/16 " 2 11/16 "

EB.02 1 F/F 1886 mm 2480 mm 170 mm by others W1 S3 by others by others by others F1 G2 H2 SC2 E1
FD2 74 4/16 " 97 10/16 " 6 11/16 " F2 screen

EB.03 1 F/F 1334 mm 1192 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E2

52 8/16 " 46 15/16 " 2 11/16 "

EB.04 1 FD2 1560 mm 2238 mm 170 mm by others W1 S3 by others by others by others F1 G2 H2 SC2 E3

61 7/16 " 88 2/16 " 6 11/16 " F2 screen

EB.05 1 TT/T 1560 mm 1202 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 - E3

61 7/16 " 47 5/16 " 2 11/16 "

EB.06 1 F/F 2000 mm 1896 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E2
F/F 78 12/16 " 74 10/16 " 2 11/16 "

EB.07 1 F 766 mm 1896 mm 68 mm by others W1 S1 by others by others by others F1 G2 H1 SC1 E1
TT 30 3/16 " 74 10/16 " 2 11/16 "

EB.08 1 F 914 mm 781 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E4

36 " 30 12/16 " 2 11/16 "

E1.01 1 TT/F/TT 1905 mm 1908 mm 68 mm by others W1 S2 by others by others by others F1 G1, G2 H1 SC1 E4
F/F/F 75 " 75 2/16 " 2 11/16 "

E1.03 1 TT/F/TT 1905 mm 1908 mm 68 mm by others W1 S2 by others by others by others F1 G1, G2 H1 SC1 E4
F/F/F 75 " 75 2/16 " 2 11/16 "

E1.04 1 TT 686 mm 1020 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 SC1 E5

27 " 40 3/16 " 2 11/16 "

E1.05 1 FD2 1886 mm 2074 mm 170 mm by others W1 S3 by others by others by others F1 G2 H2 SC1 E5

74 4/16 " 81 10/16 " 6 11/16 " F2 screen

E1.06 1 F 867 mm 1896 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 SC1 E6
TT 34 2/16 " 74 10/16 " 2 11/16 "

E1.07 1 F/F/F 2208 mm 1896 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E6
F/F/F 86 15/16 " 74 10/16 " 2 11/16 "

E1.08 1 F 867 mm 1896 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 SC1 E6
TT 34 2/16 " 74 10/16 " 2 11/16 "
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Window and Door

English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. JA2_SPEC.XLS, 10/31/2001,     Page  S1  



Schedule
Jaffe Residence

Unit Qty Unit Frame size Jamb depth Moulding Wood Sill Casing Jambs Stool Finish Glass Hardware Screen Elevation
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CASE
Window and Door

E1.09 1 F 910 mm 1896 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E7
F 35 13/16 " 74 10/16 " 2 11/16 "

E1.10 1 F/F/F 3000 mm 1896 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E7
F/F/F 118 2/16 " 74 10/16 " 2 11/16 "

E1.11 1 TT/F 1270 mm 1020 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E8

50 " 40 3/16 " 2 11/16 "

E1.12 1 F/TT 1270 mm 1020 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E8

50 " 40 3/16 " 2 11/16 "

E1.14 1 TT 686 mm 1020 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 SC1 E5

27 " 40 3/16 " 2 11/16 "

E1.15 1 F 508 mm 1730 mm 68 mm by others W1 S1 by others by others by others F1 G2 - SC1 E9
F 20 " 68 2/16 " 2 11/16 "

E1.16 1 F/F/F 2426 mm 1730 mm 68 mm by others W1 S2 by others by others by others F1 G2 H1 SC1 E9
TT/F/TT 95 8/16 " 68 2/16 " 2 11/16 "

E1.17 1 F 508 mm 1730 mm 68 mm by others W1 S1 by others by others by others F1 G2 - SC1 E9
F 20 " 68 2/16 " 2 11/16 "

E1.18 1 FD1 914 mm 2074 mm 170 mm by others W1 S3 by others by others by others F1 G2 H3 - E8

36 " 81 10/16 " 6 11/16 "

E1.19 1 F 867 mm 1896 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 SC1 E6
TT 34 2/16 " 74 10/16 " 2 11/16 "

E1.20 1 F/F/F 2208 mm 1896 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E6
F/F/F 86 15/16 " 74 10/16 " 2 11/16 "

E1.21 1 F 867 mm 1896 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 SC1 E6
TT 34 2/16 " 74 10/16 " 2 11/16 "

E1.22 1 FD2 1906 mm 2480 mm 170 mm by others W1 S3 by others by others by others F1 G2 H2 SC2 E10

75 1/16 " 97 10/16 " 6 11/16 " F2 screen

E1.23 1 FD2 1906 mm 2480 mm 170 mm by others W1 S3 by others by others by others F1 G2 H2 SC2 E10

75 1/16 " 97 10/16 " 6 11/16 " F2 screen

E1.24 1 FD2 1906 mm 2480 mm 170 mm by others W1 S3 by others by others by others F1 G2 H2 SC2 E10

75 1/16 " 97 10/16 " 6 11/16 " F2 screen

English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. JA2_SPEC.XLS, 10/31/2001,     Page  S2  
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CASE
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E1.25 1 F/F 1766 mm 1896 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E11
TT/F 69 8/16 " 74 10/16 " 2 11/16 "

E1.26 1 F 889 mm 1896 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E11

F 35 " 74 10/16 " 2 11/16 "

E1.27 1 F/F/F 2628 mm 1896 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E12
F/F/F 103 7/16 " 74 10/16 " 2 11/16 "

E1.28 1 F 889 mm 1896 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E11
F 35 " 74 10/16 " 2 11/16 "

E1.29 1 F/F 1766 mm 1896 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E11
F/TT 69 8/16 " 74 10/16 " 2 11/16 "

E1.30 1 TT/F/TT 1892 mm 1016 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E13

74 8/16 " 40 " 2 11/16 "

E1.31 1 F 965 mm 2480 mm 170 mm by others W1 S3 by others by others by others F1 G2 H3 - E13
FD1 38 " 97 10/16 " 6 11/16 "

E1.32 1 F 765 mm 1896 mm 68 mm by others W1 S1 by others by others by others F1 G2 H1 SC1 E13
TT 30 2/16 " 74 10/16 " 2 11/16 "

E1.33 1 F 765 mm 1896 mm 68 mm by others W1 S1 by others by others by others F1 G2 H1 SC1 E13
TT 30 2/16 " 74 10/16 " 2 11/16 "

E1.34 1 F/F 1886 mm 2480 mm 170 mm by others W1 S3 by others by others by others F1 G2 H2 SC2 E1
FD2 74 4/16 " 97 10/16 " 6 11/16 " F2 screen

E1.35 1 F 534 mm 2419 mm 68 mm by others W1 S2 by others by others by others TBD G1, G2 - - E14
F 21 " 95 4/16 " 2 11/16 "

E1.36 1 TT/TT 1450 mm 1876 mm 68 mm by others W1 S2 by others by others by others TBD G1, G2 H1 SC1 E14
F/F 57 1/16 " 73 14/16 " 2 11/16 "

E1.37 1 TT/TT 1450 mm 1876 mm 68 mm by others W1 S2 by others by others by others TBD G1, G2 H1 SC1 E14
F/F 57 1/16 " 73 14/16 " 2 11/16 "

E1.38 1 TT/TT 1450 mm 1876 mm 68 mm by others W1 S2 by others by others by others TBD G1, G2 H1 SC1 E14

F/F 57 1/16 " 73 14/16 " 2 11/16 "

E1.39 1 F 534 mm 2419 mm 68 mm by others W1 S2 by others by others by others TBD G1, G2 - - E14
F 21 " 95 4/16 " 2 11/16 "

English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. JA2_SPEC.XLS, 10/31/2001,     Page  S3  
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CASE
Window and Door

E1.40 1 FD1 1028 mm 2209 mm 170 mm by others W1 S3 by others by others by others F1 G2 H3 SC2 E15

40 8/16 " 86 15/16 " 6 11/16 " F2 screen

E1.41 1 SF - 321 2856 mm 2500 mm 68 mm by others W1 S5 by others by others by others F1 G3 H4 - E16

112 7/16 " 98 7/16 " 2 11/16 "

E1.42 1 FD1 1066 mm 2074 mm 170 mm by others W1 S3 by others by others by others F2 G3 H3 - E15

41 15/16 " 81 10/16 " 6 11/16 "

E1.47 1 F/TT 1258 mm 1090 mm 68 mm by others W1 S1, S2 by others by others by others F1 G3 H1 - E17

49 8/16 " 42 15/16 " 2 11/16 "

E1.48 1 TT/F 1258 mm 1090 mm 68 mm by others W1 S1, S2 by others by others by others F1 G3 H1 - E17

49 8/16 " 42 15/16 " 2 11/16 "

E1.52 1 SF - 321 2856 mm 2500 mm 68 mm by others W1 S5 by others by others by others F2 G3 H4 - E16

112 7/16 " 98 7/16 " 2 11/16 "

E1.53 1 F/TT 1270 mm 1020 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E8

50 " 40 3/16 " 2 11/16 "

E1.54 1 TT/F/F 1854 mm 1020 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E17

73 " 40 3/16 " 2 11/16 "

E1.55 1 TT 686 mm 1020 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 SC1 E5

27 " 40 3/16 " 2 11/16 "

E1.57 1 TT 686 mm 1020 mm 68 mm by others W1 S1 by others by others by others F1 G2 H1 SC1 E5

27 " 40 3/16 " 2 11/16 "

E1.58 1 LS - Config C 3162 mm 2124 mm 164 mm by others W1 - by others by others by others F3 G3 H5 - E18

124 8/16 " 83 10/16 " 6 7/16 "

E1.60 1 TT/T/F 2394 mm 1580 mm 68 mm by others W1 S1, S2 by others by others by others F3 G3 H1 - E19

94 4/16 " 62 3/16 " 2 11/16 "

E1.61 1 FD1 1016 mm 2074 mm 170 mm by others W1 S3 by others by others by others F1 G2 H3 SC2 E19

40 " 81 10/16 " 6 11/16 " F2 screen

E1.62 1 FD1 1016 mm 2074 mm 170 mm by others W1 S3 by others by others by others F1 G3 H3 - E20

40 " 81 10/16 " 6 11/16 "

E2.01 1 F/F/F 1905 mm 556 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E20

75 " 21 14/16 " 2 11/16 "

English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. JA2_SPEC.XLS, 10/31/2001,     Page  S4  
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E2.02 1 F/F/F 1905 mm 556 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E20

75 " 21 14/16 " 2 11/16 "

E2.03 1 F/F/F 1905 mm 556 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E20

75 " 21 14/16 " 2 11/16 "

E2.04 1 F/F/F 195 mm 556 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E20

7 11/16 " 21 14/16 " 2 11/16 "

E2.05 1 F/F/F 1905 mm 556 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E20

75 " 21 14/16 " 2 11/16 "

E2.06 1 F/F/F 1905 mm 556 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E20

75 " 21 14/16 " 2 11/16 "

E2.07 1 F 2554 mm 2168 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E21
F/F/TT 100 9/16 " 85 6/16 " 2 11/16 "

E2.08 1 TT/F/TT 1966 mm 1254 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E22

77 6/16 " 49 6/16 " 2 11/16 "

E2.09 1 TT/F/TT 1966 mm 1254 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E22

77 6/16 " 49 6/16 " 2 11/16 "

E2.10 1 FD1/F/F 2264 mm 2073 mm 68 mm by others W1 - by others by others by others F3 G3 H3 - E23

89 2/16 " 81 10/16 " 2 11/16 "

E2.11 1 LS - Config C 3162 mm 2124 mm 164 mm by others W1 - by others by others by others F3 G3 H5 - E18

124 8/16 " 83 10/16 " 6 7/16 "

E2.12 1 F/FD1 1574 mm 2073 mm 68 mm by others W1 - by others by others by others F3 G3 H3 - E22

61 15/16 " 81 10/16 " 2 11/16 "

E2.13 1 TT/F/F/TT 2560 mm 1254 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E24

100 13/16 " 49 6/16 " 2 11/16 "

E2.14 1 TT/F/TT 2552 mm 1546 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E25

100 8/16 " 60 14/16 " 2 11/16 "

E2.15 1 TT/F/TT 2642 mm 1546 mm 68 mm by others W1 S1, S2 by others by others by others F1 G1 H1 SC1 E26

104 " 60 14/16 " 2 11/16 "

E2.16 1 TT 686 mm 1020 mm 68 mm by others W1 S1 by others by others by others F1 G1 H1 SC1 E26

27 " 40 3/16 " 2 11/16 "

English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. JA2_SPEC.XLS, 10/31/2001,     Page  S5  
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CASE
Window and Door

E2.17 1 F 914 mm 2884 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E26

F 36 " 113 9/16 " 2 11/16 "

E2.18 1 F/F 1828 mm 1844 mm 68 mm by others W1 S2 by others by others by others F1 G1 - - E27
F/F 71 15/16 " 72 10/16 " 2 11/16 "

E2.19 1 F/TT 1486 mm 1090 mm 68 mm by others W1 S1, S2 by others by others by others F1 G2 H1 SC1 E27

58 8/16 " 42 15/16 " 2 11/16 "

English measurements are rounded to the nearest 1/16". Units will be manufactured to the above metric measurements. JA2_SPEC.XLS, 10/31/2001,     Page  S6  



Specification, Materials
Jaffe Residence

Material Type Specification

Wood Species: W1 Laminated Black Cherry

Sill: S1 Std. Window Sill with Case Drainage channel (dark bronze anodized) and Sub-sill

S2 Fixed Window Sill with Sub-sill

S3 C1040 Aluminum Sill Cover (dark bronze anodized) thermally broken with Teak Threshold mounted on Dark Red Meranti or Mahogany Sub-sill

S4 C432 Running Rail (dark bronze anodized) thermally broken with Teak Threshold mounted on Dark Red Meranti or Mahogany Sub-sill

S5 "U" Channel (dark bronze anodized) with Teak Threshold mounted on Dark Red Meranti or Mahogany Sub-sill

Finish: F1 Exterior: Glasurit BW61 primer (white) with BW59 intermediate top coat (white) and one BW60 satin top coat (RAL color to be determined);  Interior: one coat of Sikkens BL91 Clearcoat

F2 Exterior and Interior: Glasurit BW61 primer (white) with BW59 intermediate top coat (white) and one BW60 satin top coat (RAL color to be determined)

F3 Exterior and Interior: One coat of Sikkens BL91 Clearcoat

Glass: G1 7/8" Simulite Insulated Glass Unit ( 3/16" clear Low E - 1/2" light bronze anodized Spacer and Muntin bar (where required) with Argon - 3/16" clear )

G2 7/8" Simulite Insulated Glass Unit ( 3/16" clear tempered Low E - 1/2" light bronze anodized Spacer and Muntin bar (where required) with Argon - 3/16" clear tempered )

G3 3/16" clear tempered single Glass

Hardware: H1 Siegenia 311 Tilt turn hardware system with construction handle and friction stays (no friction stays on E1.25, E1.29, & E1.60 center sash)

H2 GU Cremona Inactive and Cremona R2 Multipoint locking System (7 - 8 Locking Points pending height); 3-way adjustable hinges; construction handle

H3 GU Decena locking System (5 - 6 Locking Points pending height); 3-way adjustable hinges; construction handle

H4 Siegenia Portal top hung Slide and Fold hardware System; configuration 321; GU Decena locking System on active Door with construction handle

H5 GU Lift and Slide hardware System 933, configuration C, GU Dirgigent handle inside (non lockable) - flush pull outside

Screen: SC1 Stationary Case Aluminum Screen (bronze anodized) with Fiberglass mesh (charcoal color), clips bottom, plungers top on screen, sockets in frame

SC2 Wood Screen (Black Cherry) with Fiberglass mesh (charcoal color); 1/2" round brass lockrail bar; Stanley F179 4" x 3 1/2"  US10B butt hinges; Dexter or Ives Storm door latch;  double doors receive surface mount 
flush bolt top and bottom on secondary panel

CASE
Window and Door
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Revisions
Jaffe Residence

Date on Page Unit Revisions Record / Description Drafted Checked Approved

04.17.95 E.1.35 - E.1.39 Exterior Color tone to be determined gl

04.17.95 E.1.41, E.1.52, E.1.58 Exterior top coat inside and outside identical gl

04.17.95 E.1.60, E.2.10 - E.2.12 Clear Sikkens coat inside and outside gl

04.17.95 S13 change interior clear coat to Sikkens BL91 gl

04.17.95 S13 Add friction stays to all windows, except E.1.25, E.1.29 and E.1.60 (center sash) gl

04.17.95 S13 Aluminium screens now with bottom clip and plunger pin on top with closed grommet gl

04.17.95 E1 - E27 Align transom Muntins and daylight openings above all door units to match doors gl

04.17.95 E1 - E27 change length/overhang of subsill as indicated on elevations gl

04.17.95 S1, E4 E.1.01, E.1.03 change frame height and hopper height as indicated gl

04.17.95 E5 E.2.16 change handing from left to right hinged gl

04.17.95 E9 E.1.15, E.1.17 change tilt turn to fixed unit gl

04.17.95 E9 E.1.16 change outside fixed lights to tilt turn units gl

04.17.95 E.11 E.1.25, E.1.29 change handing from left to right and vice versa gl

04.17.95 S3, E13 E.1.30 change width of unit to 1892 mm and increase sizes of tilt turn units to 534 mm gl

04.17.95 S3, E13 E.1.32, E.1.33 change width of unit to 765 mm gl

04.17.95 S3, E14 E.1.35, E.1.39 change height of unit to 2419 mm gl

04.17.95 E15 E.1.42, E.1.62 increase lockrail to 176 mm and change panel build-up detail gl

04.17.95 E18 E.1.58, E.2.11 increase sash stile width from 92 to 114 mm gl

04.17.95 S4, E19 E.1.61 change sill detail to standard sill detail (D1) and change elevation to match new E.1.42 and E.1.62 with bottom panel gl

04.17.95 E20 E.1.62 change sill detail to standard sill detail (D1) w/o screen and add Jamb extensions to match Door E.1.61 gl

04.17.95 S4+S5, E20 E.2.01 - E.2.06 change width of unit to 1905 mm and decrease left and right width of lights to 445 mm gl

04.17.95 E21 E.2.07 change height of unit to 2168 mm gl

04.17.95 S5, E22 E.2.08, E.2.09 change height of unit to 1254 mm gl

04.17.95 S5, E22 E.2.12 delete transoms and change height of unit to 2073 mm gl

04.17.95 S5, E23 E.2.10 delete transoms and change height of unit to 2073 mm gl

04.17.95 S5, E24 E.2.13 change height of unit to 1254 mm gl

04.17.95 S5, E25 E.2.14 change height of unit to 1546 mm and width of both tilt turn units to 686 mm gl

04.17.95 S5, E26 E.2.15 change height of unit to 1546 mm gl

04.17.95 E27 E.2.19 interchange fixed light and tilt turn location gl

04.17.95 All Door Screens change stile width from 92 mm to 114 mm gl

04.17.95 All Door Screens change hinges to Stanley 4" x 3 1/2" F179 US10B butt hinge gl

04.17.95 All Door Screens add 1/2" round brass lockrail bar gl

CASE
Window and Door
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Match ing daylight of W indows
w ith Transom and w ithout Transom
where applicable.

18
D6
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D6

12
D5

45
D12

Unit:  E.B .06

Unit: E .B.03

1000 mm 1000 mm

667 mm 667 mm

26-1/4" 26-1/4"

39-3/8"39-3/8" 39-3/8"

Frame w idth 78-3/4"

Frame w idth 52-1/2"

Frame w idth 2000 mm

Frame w idth 1334 mm

49 mm

49 mm

49 mm

49 mm
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Interior Elevations:
Door:  E.B.04, Window:  E.B.05
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Specifications:
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Revision Date:  04.17.95

Revision Detail on Page:  S14

1st.2nd.

Exterior E.B.04,  E.B.05

1-3/4"1-3/4"

Window and Door

FFH

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

21
D6

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

24
D7

52
D13

21
D6

10
D5

 1
D1

Un it:  E.B .04

Unit:  E.B .05

Frame w idth 1560 mm Frame w idth 1560 mm

Frame w idth 61-7/16" Frame w idth 61-7/16"
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Interior Elevations:
Window:  E.B.08, E.1.01, E.1.03
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Specifications:

Schedule on Page:  S1 - S6

Sizing Specifications on Page:  S7 - S12

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

Exterior
E.1.01 right sash
E.1.03 right sash

E.1.01 left sash
E.1.03 left sash

Exterior

1-3/4"1-3/4"

1-15/16 " 1-15/16 "

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

21
D6

12
D5

18
D6

fixed

17
D6

Frame w idth 914 mm

Frame w idth 36"
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fixed
tilt turn
scr

tilt turn
scr

47
D12

17
D6

21
D6

60
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temp

fixed
temp

fixed
temp
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55
D14
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545 mm 815 mm 545 mm

Frame w idth 1905 mm

Frame w idth 75"

21-7/16 " 32-1/16" 21-7/16 "

Un it:  E.B .08

Unit:  E.1.01 , E.1.03

17
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46
D12

608 608

45 mm45 mm

49 mm 49 mm
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Interior Elevations Units: E.1.04,
E.1.14, E.1.55, E.1.57, E.2.16, E.1.05
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Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
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Specifications:

Schedule on Page:  S1 - S6

Sizing Specifications on Page:  S7 - S12

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

1st.2nd.

Exterior
E.1.05

Exterior

Exterior

1-3/4"1-3/4"

Window and Door

FFH

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

24
D7

 1
D1

21
D6

10
D5

tilt turn
scr

Unit:  E.1.04 , E.1 .55,
         E .1.57 (temp),
         E .2.16 ,  E.1.14   m irror image

Frame w idth 686 mm
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Unit:  E.1.05
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Interior Elevations Units: E.1.06,
E.1.08, E.1.19, E.1.21, E.1.07, E.1.20
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Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Schedule on Page:  S1 - S6
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Revision Date:  04.17.95

Revision Detail on Page:  S14

Exterior

Exterior

8-3/4"8-3/4" 8-15/16" 8-15/16"

Window and Door

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Muntin details are all:  15
D5

tilt turn
scr

fixed

21
D6
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D12

Frame w idth 34-1/8"

Frame w idth 867 mm
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Un it:  E.1.06 , E.1.08 , E.1.19, E.1.21 (shown)

Handing: Opening

All handing according to international standards,
hinge location dedicates left or right swing.

E.1.06, E.1.19

E.1.08, E.1.21

fixed fixed

fixedfixed
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Un it:  E.1.07 , E.1.20

fixed

fixed
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D12

46
D12

604 mm 1000 mm 604 mm

23-3/4" 39-3/8" 23-3/4"

Frame w idth 86-15/16"

Frame w idth 2208 mm
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Interior Elevations Unit: E.1.09,
E.1.10
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1-15/16 " 1-15/16 "10-15/16" 10-15/16"

Window and Door

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Muntin details are all:  15
D5

fixed

fixed
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D6

12
D5
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D12

Frame w idth 35-13/16"

Frame w idth 910 mm
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Un it:  E.1.09
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Un it:  E.1.10

fixed
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1000 mm 1000 mm 1000 mm

39-3/8" 39-3/8" 39-3/8"

Frame w idth 118 -1/8 "

Frame w idth 3000 mm
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Interior Elevations Unit: E.1.11,
E.1.12, E.1.153, E.1.18
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Revision Detail on Page:  S14

Exterior

Exterior

1-3/4"1-3/4"

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

tilt turn
Scr fixed
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Unit:  E.1 .11 (shown) handle height 408  mm

Unit:  E.1.12 (m irror image) handle height 408 mm
         E .1.53 (mirror image) handle height 308 mm
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676 mm 594 mm

26-5/8" 23-3/8"

Frame w idth 50"

Frame w idth 1270 mm
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E.1.11, E.1.18

FFH
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Unit:  E.1.18
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Interior Elevations Unit: E.1.15,
E.1.16, E.1.17
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Exterior

Exterior

10-15/16" 10-3/4" 10-3/4"4-15/16"

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

E.1.16 right

E.1.16 left
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Un it:  E.1.17 (shown),
        E .1.15 (m irror image)
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Un it:  E.1.16

46
D12

676 mm 1074 mm 676 mm

26-5/8" 42-5/16" 26-5/8"

Frame w idth 95-1/2"

Frame w idth 2426 mm
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Interior Elevations Unit: E.1.22,
E.1.23, E.1.24
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Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
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Revision Detail on Page:  S14

1st.2nd.

Exterior E.1.22, E.1.23,
E.1.24

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

FFH
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scr
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temp
scr
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Unit:  E.1.22, E.1.23, E.1.24
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Interior Elevations Unit: E.1.25,
E.1.29, E.1.26, E.1.28

ja2-el11 E11

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
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Exterior

Exterior

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

tilt turn
scr fixed
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Unit:  E.1.25 (m irror image , no friction stay)

Un it:  E.1.29 (shown, no friction stay)
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fixedfixed
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Frame w idth 889 mm
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Un it:  E.1.26  (mirror immage)
         E .1.28 (shown)

E.1.29

E.1.25

904 mm 862 mm

35-9/16" 33-15/16"

Frame w idth 69-1/2"

Frame w idth 1766  mm
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Interior Elevations Unit: E.1.27
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Window and Door

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Muntin details are all:  15
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fixed fixed

fixedfixed
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Un it:  E.1.27

fixed

fixed
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D12
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D12

876 mm 876 mm 876 mm

34-1/2" 34-1/2" 34-1/2"

Frame w idth 103-7/16"

Frame w idth 2628 mm
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Interior Elevations Unit: E.1.30,
E.1.31, E.1.32, E.1.33
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Exterior

Exterior

Interior

Window and Door

FFH

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5
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E.1.30  (right sash)
E.1.32

E.1.30  (left sash)
E.1.33
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Frame w idth 1892 mm

tilt
turn
scr

534 mm

21"

21
D6

Fr
am

e 
he

ig
ht

 4
0

"

Fr
am

e 
he

ig
ht

 1
0

16
 m

m

E.1.31

Fr
am

e 
he

ig
ht

 2
4

8
0

 m
m

Fr
am

e 
he

ig
ht

 9
7-

5
/8

"

16
-7

/1
6

"

4
18

 m
m

Frame w idth 965 mm

Frame w idth 38"

30
D8

 3
D2

56
D14

tilt turn
temp
scr

fixed
temp

21
D6

18
D6

10
D5

17
D6

47
D12

Frame w idth 30-1/8"

Frame w idth 765 mm

Fr
am

e 
he

ig
ht

 1
8

9
6

 m
m

Fr
am

e 
he

ig
ht

 7
4

-5
/8

"

16
-7

/1
6

"

4
18

 m
m

Un it:  E.1.32 , E.1.33 (shown)

Un it:  E.1.3 1
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temp
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temp
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Interior Elevations Unit: E.1.35,
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Exterior

Exterior

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

21
D6

60
D15

tilt turn
scr

tilt turn
scr

fixed
temp

fixed
temp

51
D13

55
D1462

D15

21
D6

725 mm 725 mm

28-9/16" 28-9/16"

Frame w idth 57-1/16"

Frame w idth 1450 mm

Fr
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he

ig
ht
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8

7
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 m
m
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 7
3

-7
/8

"

E.1.36, E.1.37, E.1.38 (right sash)

E.1.36, E.1.37, E.1.38 (left sash)

fixed
temp

fixed
temp

Fr
am

e 
he

ig
ht

 7
4

-3
/1

6
"

Fr
am

e 
he

ig
ht

 9
5

-1
/4

"
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4

19
 m

m
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ht

 1
8

8
5

 m
m

Frame w idth 534 mm

Frame w idth 21"

17
-1

1/
16

"

17
-1

1/
16

"

4
5

0
 m

m

4
5

0
 m

m

18
D6

60
D15

61
D15

45 degr.

Un it:  E.1.35 (mirror immage) ,
         E .1.39 (shown) all tempered

Un it:  E.1.36 , E.1.37 , E.1.38

17
D6

608 608

274 mm

10-13/16 "

274 mm

10-13/16 "

278 mm

10-15/16"

125 mm

4-15/16"
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Interior Elevations Unit: E.1.40,
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Revision Date:  04.17.95

Revision Detail on Page:  S14

Exterior

Interior

Window and Door

FFH

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all: 15
D5

24
D7

 1
D1

door
temp
scr

E.1.40

4
2

" 
R

 F
ra

m
e

10
6

7 
m

m
 R

 F
ra

m
e

Frame w idth 1028 mm

Fr
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e 
he
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ht
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0
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 m

m

Fr
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e 
he
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ht
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1-

3
/4

"

Frame w idth 40-1/2"

FFH

26
D7

 4
D2

Unit:  E.1.42

door
panel

door
temp
sgl glz

25
D7

14
D5

Unit:  E.1.40

E.1.42

Frame w idth 41-15/16"

Fr
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e 
he
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ht
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1-

5
/8

"

Frame w idth 1066 mm
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am
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ig
ht

 2
0
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m
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2

0
9
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m
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e 
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6

-1
5

/1
6

"

16
D6

on single glazed

52
D13

26
D7

on insulated glass

889

889

64
D16
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Interior Elevations Unit: E.1.41,
E.1.52
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Revision Detail on Page:  S14

Window and Door

FFH

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  16
D6

23
D6

 7
D3

36
D9

38
D10

40
D10

Frame w idth 112-7/16 "

Fr
am

e 
he

ig
ht

 9
8

-7
/1

6
"

Fr
am

e 
he

ig
ht

 2
5

0
0

 m
m

Frame w idth 2856 mm

E.1.41

E.1.52

Unit:  E.1 .52 (shown)
         E .1.4 1 (m irror image)

23
D6

889

889

SF321
sgl glz
temp
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Interior Elevations Unit: E.1.47,
E.1.48, E.1.54
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Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Schedule on Page:  S1 - S6
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Revision Date:  04.17.95

Revision Detail on Page:  S14

Exterior

Exterior

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all: 15
D5

21
D6

tilt turn
sgl glz

fixed
sgl glz

Fr
am

e 
he

ig
ht

 1
0

9
0

 m
m

Fr
am

e 
he

ig
ht

 4
2

-1
5

/1
6

"

19
D6

22
D6

13
D5

50
D12

Unit:  E.1.47 (m irror image)

Un it:  E.1.48  (shown)

11
D5

670 mm 588 mm

23-1/8"

Frame w idth 49-1/2"

Frame w idth 1258 mm

20
D6

26-3/8"

E.1.47

E.1.48, E.1.54

fixed

12
D5

fixed
tilt turn
scr

21
D6

47
D12

Unit:  E.1.54

10
D5

45
D12

17
D6

18
D6

26-5/8"

Fr
am

e 
he

ig
ht

 4
0

-3
/1

6
"

Fr
am

e 
he

ig
ht

 1
0

2
0

 m
m

Frame w idth 1854 mm

Frame w idth 73"

23" 23-3/8"

676 mm 584 mm 594 mm

16
D6

on single glazed

on insulated glass

21
D6

408
308

49 mm

1-15/16 "49 mm

1-15/16 "

45  mm

1-3/4"

45  mm

1-3/4"
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Interior Elevations Unit E.1.58,
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Exterior fixedfixed

Window and Door

FFH

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  16
D6

42
D11

 9
D4

43
D11

E.1.58,  E.2.11

39
D10

44
D11

39
D10

42
D11

Frame w idth 124-1/2"

Fr
am

e 
he

ig
ht
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3

-5
/8

"

Fr
am

e 
he

ig
ht

 2
12

4
 m

m

Frame w idth 3162 mm

 8
D4

41
D11

Un it:  E.1.58 , E.2.11

1010

LSC
sgl glz
temp
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Interior Elevations Unit: E.1.60,
E.1.61
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Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
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2nd.1st.

Exterior
E.1.60

Exterior
E.1.61

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all: 15
D5

tilt turn
sgl glz

fixed
sgl glz

22
D6

20
D6

11
D5

19
D6 50

D12

Unit:  E.1.60  (no fr iction stay in turn sash)

turn
sgl glz

Fr
am

e 
he

ig
ht

 1
5

8
0

 m
m

Fr
am

e 
he

ig
ht

 6
2

-3
/1

6
"

16
-7

/1
6

"

4
18

 m
m

fixed
sgl glz

50
D12

20
D6

13
D5

34
D9

32-1/16"

Frame w idth 94-1/4"

Frame w idth 2394 mm

31-5/8" 30-9/16"

8 14 mm 804 mm 776 mm

FFH

24
D7

 6
D3

door
temp
scr

Unit:  E.1.6 1

52
D13

Fr
am

e 
he

ig
ht

 2
0

74
 m

m

Fr
am

e 
he

ig
ht

 8
1-

5
/8

"

Frame w idth 1016 mm

Frame w idth 40"53
D13

49
D12 49

D12

16
D6

on single glazed

on insulated glass

fixed
sgl glz

fixed
sgl glz

308

889

door
panel

29
D8

63
D16

64
D16
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Interior Elevations Unit: E.1.62,
E.2.01, E.2.02, E.2.03, E.2.04,
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Exterior
E.1.62

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

FFH

23
D6

 2
D1

Un it:  E.1.62

29
D8

14
D5

Frame w idth 40"

Fr
am

e 
he

ig
ht

 8
1-

5
/8

"

Frame w idth 1016 mm

Fr
am

e 
he

ig
ht

 2
0

74
 m

m fixed fixed fixed

18
D6

45
D12

60
D15

18
D6

17-1/2"

Frame w idth 75"

Frame w idth 1905 mm

Fr
am

e 
he

ig
ht

 5
5

6
 m

m
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am

e 
he

ig
ht

 2
1-

7/
8

"

39-15/16" 17-1/2"

445 mm 1015 mm 445 mm

Unit:  E.2.0 1, E .2.02, E.2.03 with longhorns as shown
         E .2.04, E.2.05, E.2.06 with 278 mm longhorns

Muntin details are all: 15
D5

16
D6

on single glazed

23
D6

889

on insulated glass

door
temp
sgl glz

door
panel

49 mm

1-15/16 "

49 mm

1-15/16 "

64
D16
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Interior Elevations Unit: E.2.07
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E.2.07
Exterior

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

18
D6

12
D5

46
D12

tilt turn
scrfixedfixed

45
D12

47
D12

10
D5

21
D6

18
D6

21
D6

35-13/16"

Fr
am

e 
he

ig
ht

 5
8

"

5
7-

5
/8

"
17

-1
5

/1
6

"
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e 
he
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ht

 8
5

-3
/8

"

14
9

6
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m
 R
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m
e

5
8

-7
/8

" 
R

 F
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m
eFrame w idth 65-1/8"

Fr
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e 
he

ig
ht

 1
4

73
 m

m

14
6

3
 m

m
4

5
6

 m
m

Fr
am

e 
he

ig
ht

 2
16

8
 m

m

Frame w idth 1654 mm

910 mm817 mm827 mm

32-3/16"32-9/16"

fixed

Frame w idth 100-9/16"

Frame w idth 2554 mm

18
D6

608

1-15/16 "

49 mm

1-3/4"

45  mm
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Interior Elevations Unit: E.2.08,
E.2.09, E.2.12
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Revision Detail on Page:  S14

Exterior

Exterior

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

23
D6

13
D5

tilt turn
scr fixed

17
D6

21
D6

12
D5

47
D12

Unit:  E.2.08 , E.2.09

10
D5

686 mm 594 mm

27" 23-3/8"

Frame w idth 77-3/8"

Frame w idth 1966 mm

tilt turn
scr

686 mm

27"

21
D6

Fr
am

e 
he

ig
ht

 4
9

-3
/8

"

Fr
am

e 
he

ig
ht

 1
2

5
4

 m
m

E,2.08, E.2.09, right sash
E.2.12

E,2.08, E.2.09, left sash
FFH

 5
D3

door
temp
sgl glz

Unit:  E.2.12

Fr
am

e 
he

ig
ht

 2
0

73
 m

m

Fr
am

e 
he

ig
ht
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1-

5
/8

"

58
D15

Fr
am

e 
he

ig
ht

 4
9

-3
/8

"

Fr
am

e 
he

ig
ht

 1
2

5
4

 m
m

20
D6

Frame he ight 1574 mm

Frame he ight 61-15/16"

710  mm 864 mm

27-15/16" 34"

Muntin details are all: 15
D5

16
D6

on single glazed

on insulated glass

508 508

fixed
sgl glz
temp

889

1-3/4"

45  mm

1-3/4"

45  mm

23
D6

20
D6
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Interior Elevations Unit: E.2.10
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E.2.12
Exterior

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  16
D6

23
D6

13
D5

FFH

 5
D3

door
temp
sgl glz

Unit:  E.2.10

Fr
am

e 
he

ig
ht

 2
0

73
 m

m
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am

e 
he

ig
ht

 8
1-

5
/8

"

58
D15

Frame he ight 2264 mm

Frame he ight 89-1/8"

700 mm864 mm

27-9/16"34"

Fr
am

e 
he

ig
ht

 4
9

-1
5

/1
6

"

Fr
am

e 
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ig
ht

 1
2

6
9

 m
m

20
D6

fixed

27-9/16"

700 mm

48
D12

fixed
temp
sgl glz

889

Frame s ize 55-1/8"

Frame s ize 1400 mm

23
D6

20
D6
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Exterior

Exterior

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

tilt turn
scr fixed

17
D6

21
D6

12
D5

47
D12

Unit:  E.2.13

10
D5

686 mm 594 mm

27" 23-3/8"

Frame w idth 100-13/16"

Frame w idth 2560 mm

tilt turn
scr

686 mm

27"

21
D6

Fr
am

e 
he

ig
ht

 4
9

-3
/8

"

Fr
am

e 
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 1
2

5
4

 m
m

fixed

45
D12

594 mm

23-3/8"

508
508

E.2.13, right sash

E.2.13, left sash

1-3/4" 1-3/4"

45  mm45 mm
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Exterior

Exterior

Window and Door

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Muntin details are all:  15
D5

tilt turn
scr fixed

17
D6

21
D6

12
D5

47
D12

Unit:  E.2.14

10
D5

686 mm 1180 mm

27" 46-7/16 "

Frame w idth 100-1/2"

Frame w idth 2552 mm

tilt turn
scr

686 mm

27"

21
D6

Fr
am

e 
he

ig
ht
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0

-7
/8

"
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am

e 
he
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ht
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5

4
6

 m
m

Handing: Opening

All handing according to international standards,
hinge location dedicates left or right swing.

E.2.14, right sash

E.2.14, left sash

608508

1-3/4"

45  mm

1-3/4"

45  mm
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Interior Elevations Unit: E.2.15,
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Exterior

Exterior

Window and Door

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Muntin details are all:  15
D5

tilt turn
scr fixed

17
D6

21
D6

12
D5

47
D12

Unit:  E.2.15

10
D5

912 mm 818 mm

35-7/8" 32-3/16"

Frame w idth 104"

Frame w idth 2642 mm

912 mm

35-7/8"

21
D6

Fr
am

e 
he

ig
ht

 6
0

-7
/8

"

Fr
am

e 
he

ig
ht

 1
5

4
6

 m
m

Handing: Opening

All handing according to international standards,
hinge location dedicates left or right swing.

E.2.15, right sash

E.2.15, left sash

fixed

fixed

18
D6

18
D6

12
D5

45
D12

Frame w idth 36"

Frame w idth 914 mm

Fr
am

e 
he

ig
ht

 2
8

8
4

 m
m

Fr
am

e 
he

ig
ht

 1
13

-9
/1

6
"

3
4

-1
5

/1
6

"

8
8

8
 m

m

Un it:  E.2.17

608 608

tilt turn
scr

1-3/4"

45  mm

1-3/4"

45  mm

1-15/16 "

49 mm

1-15/16 "

49 mm
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Interior Elevations Unit: E.2.18,
E.2.19

ja2-el27 E27

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Schedule on Page:  S1 - S6

Sizing Specifications on Page:  S7 - S12

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

Exterior

Window and Door

Handing:

English measurements are rounded to the nearest 1/16";
Units will be manufactured to metric measurements.

Opening

All handing according to international standards,
hinge location dedicates left or right swing.

Muntin details are all:  15
D5

18
D6

12
D5

fixed

18
D6

45
D12

36"

914 mm

3
4

-1
5

/1
6

"

8
8

8
 m

m

fixed

fixedfixed

3
7-

5
/8

"

36 "

Frame w idth 71-15/16"

Fr
am

e 
he

ig
ht

 7
2

-5
/8

"

Fr
am

e 
he

ig
ht

 1
8

4
4

 m
m

Frame w idth 1828 mm

914 mm

9
5

6
 m

m

45
D12

tilt turn
temp
scr

fixed
temp

Fr
am

e 
he

ig
ht

 1
0

9
0

 m
m

Fr
am

e 
he

ig
ht

 4
2

-1
5

/1
6

"

17
D6

21
D6

12
D5

47
D12

Unit:  E.2.19

10
D5

784 mm702 mm

27-5/8"

Frame w idth 58-1/2"

Frame w idth 1486 mm

18
D6

30-7/8"

E.2.19Unit:  E.2.18

21
D6

408

1-15/16 "

49 mm

1-3/4"

45  mm

1-15/16 "

49 mm

1-15/16 "

49 mm
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Details:  1, 2
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Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

68/114

138/28

24/18

68/114

138/28

21

68/114

68/114
37/114

37/114

37/114

68/114

68/114

18/18

13
-7

/1
6

"

13
-7

/1
6

"

3
4

2
 m

m

3
4

2
 m

m

80  mm

3-1/8 "

5-7/16"

138 mm

16 /40 16 /40
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Details:  3, 4

ja2-de02 D2

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

Teak

68/114

134/28

24/18

43

68/114

68/114

13
-7

/1
6

"

3
4

2
 m

m

Teak

68/114

134/28

68/114

68/114

13
-7

/1
6

"

3
4

2
 m

m

5-1/4"

134 mm
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Details:  5, 6, 7

ja2-de03 D3

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

75

Teak

68/114

68/28

42/18

68/114

68/114

13
-7

/1
6

"

3
4

2
 m

m

42/18

68/114

68/114

68/114

94/20

67/18Teak

13
-1

/2
"

3
4

3
 m

m

4
3
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m

1-
11

/1
6

"

5
 m

m
0

-3
/1

6
"

14/40

68 mm

2-11/16 " 3-11/16 "

94 mm

6

68/114

138/28

68/114

68/114
37/114

37/114

37/114

18/18

13
-7
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6

"

3
4

2
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m

80  mm

3-1/8 "

5-7/16"

138 mm

16 /40
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Details:  8, 9

ja2-de04 D4

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

68/114

68/114

164/44

68/114

68/114

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

8

3
6

6
.0

0
 m

m

14
-7

/1
6

"

164/44

42/18

68/114

42/18

68/114

9

3
6

6
 m

m

14
-7

/1
6

"

164/22      Teak 164/22      Teak

6-7/16"

164 mm
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Details:  10, 11, 12, 13, 14, 15

ja2-de05 D5

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

50/28

24/18

68/146

42/18

14

5
-3
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"

14
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m

13

50/28

68/146

5
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"
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6
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68 /98

42/18

12

17
6
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m

6
-1

5
/1

6
"

0
-1

5
/1

6
"

2
4

 m
m

15

50/28

24/18

68/78

68/82

50/28

68/78

68/82

42/18

10

5
-3

/4
"

5
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/4
"

14
6
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m

14
6
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m

11

68/98
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Details: 16, 17, 18, 19, 20, 21,
              22, 23

ja2-de06 D6

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

18

24/18

68/78

3
-1

/1
6

"
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m

20

68/78
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"
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m

19

68/119

4
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9
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m

42/18

42/18

68/82

68/78

24/18

21

4
-1

1/
16

"

11
9
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m

2
4

 m
m

0
-1

5
/1

6
"

17

16

24/18

68/119

4
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1/
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"

11
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m

68 /82

68/78

22
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m
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"

42/18

68/82

68/114

23
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m
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"

42/18
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Details:  24, 25, 26, 27

ja2-de07 D7

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

68/114

24

42/18

68/82

68/114

37/114

11
1/

2
6

6
3

/1
2

1 55 mm

6-1/8"

2
4

/18

68/82

107/26

68/114

68/82

107/26

170  mm

6-11/16 "

6-11/16 "

170  mm

68/114

68/82

107/26

6-11/16 "

170  mm

24/18

25 27

26

18/18
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m
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Details:  28, 29, 30, 31

ja2-de08 D8

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

28

68/82

68/114

155 mm

6-1/8"

24/18

68/82

68/114

155 mm

6-1/8"

29

68/78

107/26

3
-1
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6

"
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m

30

68/112

107/26

6-11/16 "

170  mm

31

24/18

24/18
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6
3

/1
2
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2
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Details:  32, 33, 34, 35, 36

ja2-de09 D9

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

68/78 68/78

68/78 68/78

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

68/78
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-1

/1
6

"
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 m

m

32

68/155

6-1/8"

155 mm

35
24/18

24/18
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2
6

1 11/26

68/124

68/114
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7 

m
m
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3
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"

36

130 mm

5-1/8"

24/1824/18

33

130 mm

5-1/8"

34

42/1842/18

42/18
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m

6
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"
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Details:  37, 38, 39, 40

ja2-de10 D10

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

68/82

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

37

68/114 68/114

232 mm

9-1/8"

37/114 37/114
18/18

24/18

68/11468/114
68/114

68/114

202 mm202 mm

7-15/16 "7-15/16 "

38

39

68/114

40

5-3/16"

132 mm

42/1842/1842/18 42/18

42/18

42/18

24/18

12/32

14/56

68/114
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Detail:  41, 42, 43, 44

ja2-de11 D11

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

closed

open

164/56

68/114

91/26

164/56

68/136

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

19
7.

0
0

 m
m
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3

/4
"

41

19
7 

m
m

164 mm

6-7/16"

7-
3

/4
"

164/56

68/114

43

6-7/8"

175 mm

68/114 68/114

224 mm

8-13/16"

42 44

42/18

42/18

42/18

42/1842/18
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Details:  45, 46, 47, 48, 49, 50

ja2-de12 D12

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

68/82 68/82

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

45
68/7868/78

24/1824/18

136 mm

5-3/8"

68/78

24/1824/18

68/119

6-15/16"

177 mm

68/7868/78

136 mm

5-3/8"

68/7868/119

6-15/16"

177 mm

42/18

42/18

42/18

42/18

46

68/78

24/1868/78

24/18

177 mm

6-15/16"

68/78

68/78

177 mm

6-15/16"

42/18

42/18

47

48

49

50
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Details:  51, 52, 53, 54

ja2-de13 D13

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

68/82 68/82

68/7868/78

68/82

68/114

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

51

24/18 24/18

218 mm

8-9/16"

68/78

24/18

24/18

37/114

111/26

63/12

18/18

2
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 m
m

8
-3

/8
"

68 /82

68/114

37/114

80 .00 mm

111/26

63/12
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m

6
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"

24/1818/18

52

54

68/7568/75

130 mm

5-1/8"

42/18 42/18

53

6-11/16 "

170  mm
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Details:  55, 56, 57

ja2-de14 D14

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

68/82

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.
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Details:  58, 59, 60, 61, 62

ja2-de15 D15

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

68/82

68/114

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.

42/18

42/18
68/78

233 mm

9-3/16"
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Detail:  63, 64, 65

ja2-de16 D16

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

Material Specifications on Page:  S13

Revision Date:  04.17.95

Revision Detail on Page:  S14

CASE
Window and Door

English measurements are rounded to the nearest 1/16".
Units will be manufactured to metric measurements.
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Recommended Installation Detail
Tilt Turn Windows or Fixed Units

ja2-in01 I1

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

•

CASE
Window and Door

Flashing

Sh ingles

Jamb by others

Casing by others

2
0

.0
0

 m
m

0
-3

/4
"

Drip-nose and
Mou lding by others

Jamb c lip
by Case
supplied loose 

20.00 mm
0-3/4"

Shingles

Mou lding by others

Jamb by others

Casing by others

0-3/8

Stool by others

Mou lding by others

10
.0

0
 m

m
0

-3
/8

"

Installation cl ip by Case
supplied loose 

Sh ingles

Caulk between Sill and
Mou lding before Installation
of Mou lding recommended!
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Recommended Installation Detail
Doors with or without Screen

ja2-in02 I2

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

•

CASE
Window and Door

Flashing

Sh ingles

Casing by others

2
0

.0
0

 m
m

0
-3

/4
"Drip-nose and

Mou lding by others

20.00 mm
0-3/4"

Shingles

Mou lding by others

Casing by others

R
ou

gh
 o

pe
ni

ng
 h

ei
gh

t

Rough opening width 

Cavities to be fi l led with
Insulation mater ial after
Door has been instal led
and before Mou ldings or
Jambs are applied

1"

Exterior finished floor

Fr
am

e 
he

ig
ht

0
-5

/8
"

16
 m

m

10
 m

m
0

-3
/8

"

Frame w idth 

Escutcheon width of leverset
not to exceed 40 mm

Interior finished floor

32  mm (1-1/4") space requirement for h inges

2 6

6-11/16 "

170  mm

2

6



Scale:
Date:
Drawn by:

Project:

Drawing:

Drawing Number: Page:

Architect:

Contractor:

Portland, OR Residence

1: 4  (3" = 1'-0")
02.25.95
gl

Recommended Installation Detail
Slide and Fold Doors

ja2-in03 I3

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

•

CASE
Window and Door
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Recommended Installation Detail
Lift and Slide Doors

ja2-in04 I4

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

•

CASE
Window and Door
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Recommended Installation Details
interior Door Sills

ja2-in05 I5

Case Window and Door, Inc. · 301 Green Street · Schenectady, NY 12305
Phone: 518.347.0614      ·      Fax: 518.347.0714       ·      1.800.227.3957

Specifications:

CASE
Window and Door
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